
QUAD TACTICAL MPLS
  

FOUR ULTRABRIGHT LEDS CREATE A CLEAN FLOOD BEAM.
The Quad Tactical MPLS takes our durable and lightweight Tactical Quad headlamp and 
makes it a modular force with Princeton Tec’s MPLS engineering. Four ultrabright LEDs 
provide 78 lumens of area lighting. The four lens filters further increase the MPLS system’s 
adaptability, so you can have multiple colors of light in a variety of locations.

SPECS 
POWER	 78 Lumens
LAMP	 4 Ultrabright LEDs (regulated) 
BURN TIME	 60.5 Hours 
BATTERIES	 3 AAA Alkaline (included) or Lithium 
WEIGHT	 3.6oz / 101g 
WATERPROOF	 IPX7 (1 meter) 
NSN	 6210-01-614-7831

TECHNOLOGY

PERFORMANCE    
Modes Runtime Beam Pattern Regulated Reserve

HIGH FLOOD 8h

 

 

 

1h 72h

MED FLOOD 73h 5h 19h

LOW FLOOD 60.5h 10h 47.5h

DISTANCE (m) 	 0	 17	 24	 50

•TAN/MC	 PN: QUAD-NOD-MC 

•TAN	 PN: QUAD-NOD-TAN
•BLACK	 PN: QUAD-NOD-BK 

•OD	 PN: QUAD-NOD-OD

Interchangeable Lens system provides your choice of red, blue or green light. 

The installed color lens conveniently slides out of the way (hidden within the 

light body) to provide white light without risk of losing the lens.
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