
REMIX PRO MPLS
  

NOW WITH WHITE, RED AND BLUE VISIBLE LIGHT, PLUS IR.
The new Remix Pro packs a bright 300 lumen spot beam, an array of Ultrabright LEDs in 
red, green and blue for adminstrative lighting, plus a flashing IR option. The headlamp will 
always turn on in low signature mode; holding the button down illuminates the high power 
spot beam. This headlamp is powered by a single CR123 battery providing excellent cold 
weather performance and light weight. Combine these features with a large on/off button, 
easy access battery door and a reliable asymmetrical bracket, and you can be sure that the 
Remix Pro is equipped to endure your next mission.

SPECS 
POWER	 300 Lumens
LAMP	 1 Maxbright LED 
	 3 Ultrabright LEDs 
BURN TIME	 17 Hours 
BATTERIES	 1 CR123 (included)  
WEIGHT	 2.3oz / 66g 
WATER RESISTANT	 IPX4 (splashing water)
NSN	 6230-01-633-4682

LED COLOR OPTIONS

IR IR

PERFORMANCE    
Modes Runtime Beam Pattern / Dimmable Reserve

HIGH SPOT 8h 2h

LOW SPOT 17h -

RED HIGH 10h -

RED LOW 49h -

DISTANCE (m) 	 0	 11	 18	 30	 58

*flashing  
 IR option

180º
ROTATION

•BLACK, R/W LEDS 	 PN: RMX300PRO-NOD-RD-BK 

•BLACK, R/G/I/W LEDS	 PN: RMX300PRO-NOD-RGI-BK 

•BLACK, R/B/I/W LEDS	 PN: RMX300PRO-NOD-RBI-BK 

TECHNOLOGY

•TAN, R/W LEDS	 PN: RMX300PRO-NOD-RD-TN 

•TAN, R/G/I/W LEDS	 PN: RMX300PRO-NOD-RGI-TN 

•TAN, R/B/I/W LEDS	 PN: RMX300PRO-NOD-RBI-TN 

•MC, R/B/I/W LEDS	 PN: RMX300PRO-NOD-RBI-MC 

•MC, R/W LEDS	 PN: RMX300PRO-NOD-RD-MC 

•MC, R/G/I/W LEDS	 PN: RMX300PRO-NOD-RGI-MC 

•OD, R/W LEDS	 PN: RMX300PRO-NOD-RD-OD 

2.3oz

300

IPX4

3 LED

(1) CR123
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